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Montaj Talimati : PORT BAGAJ
Fitting Instructions . ROOF RACK
@ Montageanleitung : DACHRELING
(F) Instructions de Montage ' RIDELLES DE TOIT
*Port bagaj tagima kapasitesi 75 kg. olup; *Roof Rack carrying capacity is maximum 75 kg.
yukleme yapmadan 6nce aracin tavan tasima Please check your vehicle roof maximum carrying
kapasitesinin dikkate alinmasi gerekir. capacity from your car manufacturer

before load roof rack.

*Maximale Traglast unsere Dachrelinge betragen 75kg. *|a capacité de chargement maximale est de 75 Kg.

Die freigegebenen Dachlasten der Nous vous prions de vérifier la capacité de
Fahrzeughersteller dirfen nicht

o a ; ) chargement du toit de votre véhicule avant
| K
tiberschritten werden. Bitte zur Kenntnisnahme de charger les barres de toit.

é»'@ﬁ%)

30 Min. (1) M6121931 EU



PARCA LISTESI
Part List /Teileliste / Lista de accesorios
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M6 Pul

Sizdirmazlik Elemani

6x m6 x 60 6x M6 Nut / M6 Unterlegscheibe 6x Impermeable Rubber / Dichtelement
Tapa 6 Conta
Stopper / Stopfen X Gasket / Dichtung
6x Klipsli Somun 6x Siinger 2% Siinger
Clip Nut / Klippmutter Sponge / Schwamm Sponge / Schwamm
b
Max. 80kmh  130km/h
50Mph  80Mph
- 75kg 40kmh AR
= 25Mph/? O
Max. (1 1
165 lbs W—tmh~J

Mph
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1) Klipsli somunu, arag lizerindeki metal ¢ikintilardan numaralarla belirtilmis olanlarin altina
yerlestirin. (2-4-7)

1) Please place the nut (with clips) under the numbered (2-4 and 7) metal bulges as it shown.

1) Siehe Abbildung. Nummeriert auf Fahrzeug stellen Sie die Untere Schellenmutter auf den
Metalllaschen.
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2) Yiiksek contayi da aracin metal gikintisinin ve klipsli somunun iizerine gelecek sekilde
yerlestirip vida ile birlikte sikarak sabitleyin.

2) The high gasket should be placed to the top of metal bulges and nut (with clips) then tightened
up by screw.

2) Legen Sie die Kunststoffunterlegscheiben in die Offnung iiber die unter Schellenmutter und
befestigen Sie diese mit der Schraube zusammen.
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4) Port Bagaji arag lUizerine montaj yerlerinden sabitleyip sikiniz. Port bagajin tapalarini yerlerine
yerlesererek montaji tamamlayiniz.

4) Align the holes in each rails with the hole on the roof then install roof rails by tighten the screws.
Tap the plugs on roof rails.

4) Platzieren Sie das Dachreling auf die vorhergesehenen Montage Befestigungspunkte und fixieren
Sie es fest. Stecken Sie die Stopper in Ihre Platze.




